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7XL V2 Series Cabinets

Specifications

210XL V2
Description 2 x 10” Bass Cabinet
Cabinet Type Single-Chamber, Sealed
Power Handling 200W RMS
Impedance 8Ω
Drivers 100 watt, 10” proprietary aluminum cones 
Voice Coils 1.5” on Kapton® formers
SPL 96dB @ 1W/1M
Frequency Response 50Hz–5kHz
Inputs 2 x 1/4” (wired in parallel)
Cabinet Construction Solid 3/4” plywood, textured vinyl covering
Grille Black perforated steel
Additional 1 x inset handle, 8 x protective corners
Weight 44lb / 20kg
Dimensions  14.5” x 24.5” x 15” 

369mm x 623mm x 389mm

410XL V2
Description 4 x 10” Bass Speaker Cabinet
Cabinet Type Tuned, Vented Enclosure
Power Handling 400W RMS
Impedance 8Ω
Drivers  100 watt, 10” proprietary aluminum cones 
Voice Coils 1.5” on Kapton® formers
SPL 98dB @ 1W/1M
Frequency Response 30Hz–5kHz
Inputs 2 x 1/4” (wired in parallel)
Cabinet Construction Solid 3/4” plywood, textured vinyl covering
Grille Black perforated steel
Additional 2 x inset handles, 8 x protective corners
Weight 79lb / 36kg
Dimensions  25” x 24.5” x 15”  

635mm x 623mm x 389mm

At Hartke, we are continually improving our products, therefore specifications and 
images are subject to change without notice.


